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Digital Flexo Suite and PlatePrep 26.06 — System Requirements

The following are the suggested system requirements for Digital Flexo Suite and PlatePrep.
Exceeding these requirements will in most cases lead to a performance increase.

Processor type and speed | Intel®processor - Core-i-Series (i9 recommended)

Other processors like AMD or Intel® Xeon are not tested and can lead to failures.

RAM Minimum 8 GB RAM (16 GB recommended)

OS Architecture 64-bit

Available hard drive space | The software takes about 600 MB of disk space. Also take into account
the need for storage of temporary and production data.

Recommended hard drives: 1 TB SSD.
A backup solution is strongly advised.

Screen resolution Minimum 1280 x 1024 resolution, true color depth.
Recommended resolution: Full HD or higher

Network connection 100/1000 Base-T Ethernet, TCP/IP v4 protocol
TCPI/IP v6 protocol is not supported.

CDI software Minimum Version: Grapholas 14
Recommended Version: Grapholas
26.06

Virus scanner setting The following processes should not be monitored:

e gravurd, cmotsim
The following folder should not be monitored to improve performance:

« DFSinstallation folder, Data folder, Files Folder

Firewall settings The following ports needs to be allowed in the firewall:
DFS to CDI connection:

e Out: 5542

e In: 5080 for http, 5551 for https

Supported Operating Systems (64-bit)
« Windows 10
o Windows 11
o Windows Server 2016 to 2022

If an operating system is not listed in the table above, it is not supported.



